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Shoring Bracket 1.5t

1	 Product features

1.1	 Intended use

The Shoring Bracket 1.5t is a patented product. It is used to replace props in confined 
spaces where space is at a premium (i.e corridors). It can support up to 1.5 t.

1.2	 Associated documentation
The information contained in this document should be considered and addition to the 
user guide of the combined shoring system.

The components shown in this product information should be read in conjunction 
with the associated user guide and all the safety and regulatory information con-
tained in the mentioned user guides is applicable. 
These components and their associated systems must be designed, handled, trans-
ported, assembled/disassembled and maintained by competent personnel. 
Please read this product information carefully and keep it together with the associat-
ed user guide. 

1.3	 Safety information

General information
We explicitly reserve the right to make changes resulting from technical improvements. 
For the safety-related application and use of the products, all current country-specific 
laws, standards as well as other safety regulations shall be complied with, without 
exception. They are an essential component of the employer’s and employees’ 
obligations in regard to occupational health and safety. This means that the contractor 
is responsible for ensuring safe working conditions in all areas of the work site where 
occupational safety is relevant.

Contractor’s obligations
The contractor must ensure that 

• A Shoring Bracket 1.5t with defects that could impact safety is no longer used.

•	 Repairs are performed only by the manufacturer.

• Only original spare parts are used. 

The Shoring Bracket 1.5t shall not be modified in any way. Please contact Hünnebeck in 
the event of any defects.

Personnel qualifications

The contractor may permit only persons properly trained and familiar with the required 
tasks as described to use the Shoring Bracket. The document must be readily available 
at all times.

Personal protective equipment (PPE)
There is a risk of injury from falling objects as well a risk of abrasion and crushing when 
operating the Shoring Bracket 1.5t. Wear appropriate personal protective equipment: 
Protective gloves that comply with EN 388, minimum performance level 1, safety 
footwear S3 that complies with EN ISO 20345 (EN 345) and an industrial helmet that 
complies with EN 397.

Working Area
The working area shall be free of any obstacles, on the ground as well as at height. 

The ground/floor must be level, firm and non-slip. 
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1.4	 Other relevant documents
All documents can be downloaded at https://www.huennebeck.com/downloads.

Documents Video

The following brand names are the property of Hünnebeck. The symbol indicating a 
registered trademark is omitted throughout the document.

• Hünnebeck®

1.5	 Conventions in this document

1.5.1	 Warnings and notes

DANGER Danger!

The signal word DANGER indicates an imminent dangerous situation that can result in 
death or severe injury if it cannot be avoided.

WARNING Warning!
The signal word WARNING indicates a potentially dangerous situation that can result in 
death or severe injury if it is not.

CAUTION Caution!
The signal word CAUTION indicates an imminent dangerous situation that can result in 
minor or moderate injury, if it cannot be avoided.

NOTE Note!
Note indicates a hazard that can cause property damage.

This note indicates that an additional inspection is required.

This note shares practical experience with the user, e.g. how to perform a task more 
easily or quickly.

This note indicates particularly important information, e.g. that a requirement has to be 
met.

This symbol indicates that additional information from other documents is required. 
These documents could be user guides or operating instructions for other products.

1.5.2	 Instructions
Instructions are always identified with the word “Step”, e.g.

Step 1	 Insert the locking bolt into the hole from the outside.

Step 2	 Secure the bolt with the spring cotter pin.

https://www.huennebeck.com/downloads
https://www.documentation-btp-construction-echafaudage.fr/logistique/Sabot_1.5T_Video_commerciale.mp4
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2	 Overview
The Shoring Bracket 1.5t (weight: 10 kg) is a patented product. It is used to replace 
props in confined spaces where space is at a premium (i.e corridors). It can support up 
to 1.5 t.

The Shoring Bracket 1.5t is made up of two parts: 

• Shoring Bracket 1.5t Support plate (1/2) (code:FR439842, 3 kg)

• Shoring Bracket 1.5t Bracket with Head Jack (code:FR439844, 7 kg)

This makes it easy to install and remove the Shoring Bracket 1.5t. 

Shoring Bracket 1.5t 
Bracket with  
Head Jack (2/2)

Shoring Bracket 1.5t 
Support plate (1/2)

Efforts on the fitting element:

FTension

FShear

FBracket (≤ 1.5 t)

D = Distance between 
concrete screw / form-
work lining

Haverage = 36 mm

FShear = FBracket 

FTension = FBracket x 0.6 
SWL = 1.5 t

Distance Daverage for a jack at mid-height:
Daverage = Formwork thickness + 3.6 cm (Haverage) 
Possible adjustment of jack: ± 10 cm
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32

Adjusting range

18 mm wide slots  
for Ø14 mm concrete screws

NOTE The stability of the bracket towards efforts parallel to the façade must be granted.
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3	 Assembly
Step 1	 Drill the wall of the desired height and place a fitting element (not provided with the 

product) adapted to the material and load (concrete screw…), leaving an overlap of 
approximately 20 mm.

20

Step 2	 Put the support plate into place onto the fitting element using the slot intended for this 
purpose, and then tighten the screw.

Support plate

The support plate must completely lean against the wall. For any other cases, contact 
our Engineering department.

Step 3	 Insert the Shoring Bracket 1.5t Bracket with Head Jack into the support plate.

Shoring Bracket 1.5t 
Bracket with  
Head Jack (2/2)

Shoring Bracket 1.5t 
Support plate (1/2)
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Step 4	 Put the wedge into place and make sure that it goes through the part.

Wedge

4	 Disassembly
Step 1	 Remove the wedge.

Wedge
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Step 2	 Remove the Shoring Bracket 1.5t Bracket with Head Jack from the support plate.

Shoring Bracket 1.5t 
Support plate (1/2)

Shoring Bracket 1.5t 
Bracket with  
Head Jack (2/2)

Head jack

Step 3	 Unscrew the whole fitting element and remove the support plate.
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Brand France
256 allée de Fétan
01601 Trévoux Cédex
Tel. : +33 4 74 08 90 50
Fax : +33 4 74 08 90 60
www.brandfrance.fr 

The contents of this document, including without limi-
tation, the products, design, images, text, trademarks, 
service marks and logos contained herein, are protect-
ed by copyright and other intellectual property rights. 
No rights or licences are granted.

The contents of this document are not to be repro-
duced mechanically, electronically or otherwise, in-
cluding for distribution, sale or display with- out our 
written permission.

The illustrations, processes, materials and/or informa-
tion in this document are for general information only 
on the basis that conditions and procedures may dif-
fer. No representation, warranty or guarantee is made 
or implied , including in relation to the fitness or suita-
bility of the product. Overviews and diagrams are for 
illustrative purposes only.

Specifications may vary and BrandSafway reserves it 
rights to vary specifications, procedures, and materials 
due to continuous development, or when required to 
comply with new regulations, other safety guidance’s 
or industry advancements. The processes set out in 
the documents should only be undertaken by qualified 
authorised personnel. The information contained in 
this document is for use for the applicable product, 
obtained directly from us.
We may also issue safety notes on products or pack-
aging where required. These notices may affect the 
manner in which products are used and should there-
fore be adhered to. The most recent publication is ap-
plicable.

Performance, procedures and results may differ based 
on actual site conditions.

The aforementioned statements do not seek to limit 
our liability for fraud, or for personal injury or death 
caused by our negligence. However, we will not be lia-
ble for any damage to property, personal injury or any 
losses caused by failure to follow the instructions con-
tained in our material. It remains the responsibility of 
the user to comply with the applicable regulations.

Supply of this product is subject to our terms and con-
ditions. For more information, including on the specifi-
cation, our terms and conditions/ terms of business 
and for installation and dismantling procedures, please 
contact us.

© 2025 Hünnebeck GmbH. All rights reserved.

Edition: PI 1035e EN 2025-02-27
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