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FalPro V1
Mobile Fall Protection Anchor V1 
for PPE
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Safety systems

more safety
more productivity

Advanced development – stronger 
components for even more stability

Shop Smart Online.  
Worldwide. 24/7.

Manufactured for Hünnebeck 
by Free Falcon GmbH
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FalPro V1
Technical data

The Falpro – Mobile Fall Protection  
Anchor V1 is a device specifically designed 
for overhead anchorage of ANSI and CE 
approved PPE fall arresters with a maximum 
cable length of up to 29.5 feet / 9 metres.

Definition
Device weight Min. 1113.3 lbs / 505 kg 

Anchor point height in the default state 7.7 feet / 2.35 m

Anchor point height in safety position 3.8 feet / 1.15 m 

Lowest base diameter 6.8 feet / 2.08 m

Largest base diameter 7.4 feet / 2.25 m

Anti-slip segments 12 pieces 

Sliding friction μ 0.65 µ +/- 5 %

Pressure force of the safety unit Min. 29050 N Max. 30327 N 

Triggering time of safety unit Min 1.5 sec. Max 2.0 sec.

Corrosion protection primer, base Epoxy resin Min. 60µm

Topcoat RAL (standard) 3001 signal red 9003 signal white

Lashing rings 4 pieces 4000 N each

Trigger force of the safety device 1.1 – 1.5 kN Exceeding

Hydraulic oil HLP-46
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FalPro V1
Work safely

› ����FalPro is used to secure a person against falling; can also be used 
for the installation of PROTECTO fall protection system

› ���Overhead anchor point prevents from tripping hazards

› ����In its default position, the anchor point is 7.7 feet / 2.35 m above the 
installation surface. Therefore, also can also be used within the 
floors

› ���To increase safety, the safety device is activated even before the 
maximum load is exceeded. This independently results in a slight 
shift of the anchor whilst simultaneously securing the anchor against 
rotation.

› ���Base plate equipped with anti-slip mats

Anchoring device according to 

• ANSI Z359.18-2017 type D
• AS/NZS 5532:2016
• DIN EN 795:2012 – 10 type E
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FalPro V1
Work productively

The fall protection device is typically suitable for use on 
horizontal formwork surfaces and concrete slabs. It also 
reduces the risk of a sideways swing fall when covering 
slab formwork.

Permitted on the following surfaces

› ����Wooden formwork panels 
› ����Concrete with a coarse surface 
› ����Tarmac
› ����Bituminous welded sheeting

› ����Anchoring to the building is not necessary – FalPro V1 is 
immediately ready for use.

› ����No impact on structural analysis

› ����The device may be relocated and transported by just one person 
using suitable and permitted means of transport.

› ����The attachment of approved loading straps or 4-rod harness for 
relocation with a crane is made possible by the four foldable lashing 
rings on the base plate.

› ����On flat surfaces with an angle less than 5°, the design of the device 
allows the operator to individually determine the position of their 
anchor.
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FalPro V1
Dimensions

The graphics below show the 
external dimensions of the device in 
its two configuration types (default 
state and security configuration 
position). The basic mass of the 
device corresponds to 1113.3 lbs / 
505 kg with a central centre of 
gravity.

In default state In security configuration

Operating Manual 

The graphics below show the external dimensions of the device in its two configuration types 
(default state and security configuration position). The basic mass of the device corresponds to 
1113.3 lbs / 505 kg with a central centre of gravity. 

Rev. 0 C2-R0 Date 12/01/2019 Page C2 

4000 N 7.
7 

ft.
 / 

2.
35

 m
 

7.
4 

ft.
 / 

2.
25

 m
 

6.8 ft. / 2.08 m 

In default state In security configuration 

4.
4 

ft.
 / 

1.
35

 m
 

3.
8 

ft.
 / 

1.
15

 m
 

8.
2 

ft.
 / 

2.
5 

m
 

mailto:Info_de%40huennebeck.com%0D?subject=


6

more safety
more productivity

FalPro V1
Engineering-Services

Phase 3 
We plan and  
implement the  
realisation.

Phase 4
We assist with 
project finalisation.

We can design the most complex projects on your 
behalf quickly and thoroughly. Starting with the 
ground plan and facade dimensions, we produce the 
required structural drawings, determine the precise 
quantities of materials and supply all the required 
quantity lists.

We help in finding the right safety and access 
solution. Transparency, flexibility, cost-effectiveness 
and safety are a matter of course for us and an 
integral part of our corporate philosophy.

Whatever it takes! We assist you throughout complex 
construction projects including the engineering of 
one-off structures. Our mission at all times is to 
protect you from any unnecessary risks and help you 
arrive at the best-possible results in every respect.

Phase 1  
We analyse the  
situation.

Phase 2 
We develop the  
technical drawings 
and supply the 
required quantity list.
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Unique combination  
of expertise & resources

› �best in class safety 
performance

› �specialty team of 
~40,000 People

› �~340 locations  
in 25 Countries

› �revenues of  
nearly ~$5b

› ��assets & equipment 
worth ~$4.2b

› �30,000+ customers … 
and growingWe are part of BrandSafway, a leading global provider of access,  

specialised services and forming & shoring solutions to the industrial, 
commercial and infrastructure end markets. With more than 340 branches 
all over the world, we provide support for ongoing maintenance as well 
as for refurbishment needs and new construction plans. 
As one strong team, we support our customers:
› �Brand Energy & Infrastructure Services is one of the world’s  

largest industrial services specialists;
› �Brand Access Solutions is the UK’s largest full-service  

provider of scaffolding and access systems;
› �Hünnebeck stands for safe and highly efficient formwork,  

scaffolding and safety technology.

Why BrandSafway?
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More about BrandSafway

http://brandsafway.com
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Hünnebeck Austria GmbH
Royerstraße 2
2482 Münchendorf
+43 2259 93080
www.huennebeck.com/at

Hünnebeck Deutschland GmbH 
Rehhecke 80
40885 Ratingen
+49 2102 9371 
www.huennebeck.com/de

Hünnebeck v Česká republika
Karolinská 661/4 
186 00 Praha 8 
+420 737 715 140                                                                                                                                              
www.huennebeck.com/cz 

Hünnebeck in Luxembourg 
53, Rue Romain Fandel
4149 Schifflange  
+352 265759
www.brandfrance.fr 

Hünnebeck in France
Allée de Fétan 256 
BP 130 01601 Trévoux
+33 4740 89050 
www.huennebeck.com/fr 

Hünnebeck Italia S.p.A.
Via Isonzo, 9
22078 Turate (Como) 
+39 2 969731 
www.huennebeck.com/it 

Hünnebeck Netherlands 
Vlietskade 1019 
4241 WE Arkel, ZH 
+31 183 569 696 
www.huennebeck.com/nl

Hünnebeck Polska Sp. z o.o.
Łubna 55
05-532 Baniocha
+48 22 2312300 
www.huennebeck.com/pl

Hunnebeck România SRL
Strada Principala nr. 310
407145 Capusu Mare, jud.Cluj
+40 755 045568 
www.huennebeck.com/ro

Hünnebeck in the UK
Rush Lane, Dosthill
Tamworth, West Midlands, B77 1LT
+44 1827 289955 
www.huennebeck.com

Europe

Contact

All the trademarks named in this brochure are the property of Brand Industrial Services, Inc., known as 
BrandSafway, unless marked as third-party rights or identifiable as such in another way. Aluma Systems, 
Brand, Brand Access Solutions, Hünnebeck, Mastclimbers, and SGB are trademarks of BrandSafway.
Furthermore, all rights are reserved, particularly with regard to patent grant or utility model registration.  
The unauthorized use of these materials, of the trademarks contained therein and other intellectual property 
rights is expressly prohibited and represents an infringement of copyright, trademark rights and other 
industrial property rights. 

The illustrations in this brochure depict actual site conditions which may not always conform with applicable 
safety rules and regulations.

Contact for Hünnebeck 
products in North America 

Latin and South America 

Contact for Hünnebeck 
products in the Middle East, 

India and Asia 

Export

BrandSafway 
Global Corporate Headquarters
600 Galleria Parkway SE, Suite 1100
Atlanta, GA 30339, USA
+1 800 558-4772
www.brandsafway.com 

Hünnebeck Chile 
Volcán Lascar Poniente 792,  
Parque Industrial Lo Boza, Pudahuel
Santiago, 9030922
+56 2 2585 4450
www.huennebeck.com/es 

BrandSafway
Flat No. 107, H-Al Manama building,  
Industrial Area
Dubai Sharjah 37656
United Arab Emirates
+971 48132000
www.brandsafway.com

Rehhecke 80
40885 Ratingen
+49 157 80521302
www.brandsafwaydirect.com
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