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Loading Platform
Technical data

The Loading Platform is mounted on the 
outside of the building. The loading area 
protrudes from the building and offers a 
safe storage area of approx. 10.00 m2 which 
can be used to transport materials in and 
out of the building at floor level.

Product description Loading Platform
Total length 8.00 m

Total width 2.90 m

Loading area 3.95 x 2.53 m

Net weight 2,150.00 kg

Prop position (SP) SP1 110 mm from the end of the stage support
SP2 3.882 mm from the end of the stage beam

max. permissible total load 5,000.00 kg

max. permissible surface load 4.85 kN/m2

Support forces per beam F1 = 16.7 kN
F2 = 65.0 kN (bearing load at the edge of the structure)
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Loading Platform
Work safely

› ��Fully enclosed railings prevent parts, people, and materials from 
falling.

› ��The platform surface consists of slip-resistant checker plate.
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Loading Platform
Work productively

› ��Loading platform is supplied pre-assembled

› ��Loading platform can be easily moved horizontally and vertically 
using the horizontally and vertically.
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Loading Platform
Overview

On the following pages you will find excerpts from our user manuals.  
The complete instructions are available at www.huennebeck.com.
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Loading Platform
Use & Safety

Aufbau- und Verwendungsanleitung

20 Alle Maße in mm, wenn nicht anders angegeben.

7 Ladebühne reinigen
Die Reinigung der Ladebühne ist mit dem Hochdruckreiniger durchzuführen.

Sollten Betonreste an der Bühne haften, sind diese zu entfernen. Hierbei ist darauf zu 
achten, dass die Scharniere freigängig sind.

8 Technische Daten

8.1 Daten zur Ladebühne
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Länge gesamt 8,00 m
Breite gesamt 2,90 m
Ladefläche 3,95 x 2,53 m 
Eigengewicht 2.150,00 kg
Stützenposition (SP) SP1: 110 mm vom Bühnenträgerende

SP2: 3.882 mm vom Bühnenträgerende

8.2 Angaben zur Statik

F₂

F1

max. zul. Gesamtbelastung 5.000,00 kg
max. zul. Flächenlast 4,85 kN/m2

Auflagerkräfte pro Träger F1 = 16,7 kN
F2 = 65,0 kN (Auflagelast an Bauwerkskante)

Die Weiterleitung der Einzellasten aus der Stütze in das Gebäude ist zu prüfen. Der 
Unternehmer ist dafür verantwortlich, dass das Bauwerk den zusätzlichen Belastungen 
standhalten kann.

The loading platform is used to transport materials on the 
construction site. It can be used on floors with a clear height of 
1.90 m to 5.90 m and can be loaded with 5000 kg, distributed 
evenly over the entire surface. 

Transport and stability
To prevent the platform from accidentally coming loose when 
lifted by crane, slings (e.g., loading hooks) with hook locks must 
be used. To secure the platform, there must be at least one load-
bearing floor to place it on and a load-bearing ceiling above it to 
transfer the forces upwards. 

Loading 
For loading very long components, the loading platform has two 
doors at the end, which must be secured with the chain mounted 
on the right-hand door. If the doors are to be opened, entering the 
loading platform is only permitted with additional protective 
equipment (PPE).
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Loading Platform
Engineering-Services

Hünnebeck Deutschland GmbH  
Rehhecke 80, 40885 Ratingen, +49 2102 9371
www.huennebeck.com

Phase 3 
We plan and  
implement the  
realisation.

Phase 4
We assist with 
project finalisation.

We can design the most complex projects 
on your behalf quickly and thoroughly. 
Starting with the ground plan and facade 
dimensions, we produce the required 
structural drawings, determine the precise 
quantities of materials and supply all the 
required quantity lists.

We help in finding the right safety and 
access solution. Transparency, flexibility, 
cost-effectiveness and safety are a matter 
of course for us and an integral part of our 
corporate philosophy.

Whatever it takes! We assist you throughout 
complex construction projects including the 
engineering of one-off structures. Our 
mission at all times is to protect you from 
any unnecessary risks and help you arrive 
at the best-possible results in every 
respect.

Phase 1  
We analyse the  
situation.

Phase 2 
We develop the  
technical drawings 
and supply the 
required quantity list.
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More about BrandSafway

Unique combination  
of expertise & resources

› �best in class safety 
performance

› �specialty team of 
~40,000 People

› �~340 locations  
in 25 Countries

› �revenues of  
nearly ~$5b

› ��assets & equipment 
worth ~$4.2b

› �30,000+ customers … 
and growingWe are part of BrandSafway, a leading global provider of access,  

specialised services and forming & shoring solutions to the industrial, 
commercial and infrastructure end markets. With more than 340 branches 
all over the world, we provide support for ongoing maintenance as well 
as for refurbishment needs and new construction plans. 
As one strong team, we support our customers:
› �Brand Energy & Infrastructure Services is one of the world’s  

largest industrial services specialists;
› �Brand Access Solutions is the UK’s largest full-service  

provider of scaffolding and access systems;
› �Hünnebeck stands for safe and highly efficient formwork,  

scaffolding and safety technology.

Why BrandSafway?

https://brandsafway.com


Hünnebeck Austria GmbH
Royerstraße 2
2482 Münchendorf
+43 2259 93080
www.huennebeck.com/at

Hünnebeck Deutschland GmbH 
Rehhecke 80
40885 Ratingen
+49 2102 9371 
www.huennebeck.com/de

Hünnebeck v Česká republika
Karolinská 661/4 
186 00 Praha 8 
+420 737 715 140                                                                                                                                              
www.huennebeck.com/cz 

Hünnebeck in Luxembourg 
53, Rue Romain Fandel
4149 Schifflange  
+352 265759
www.brandfrance.fr 

Hünnebeck in France
Allée de Fétan 256 
BP 130 01601 Trévoux
+33 4740 89050 
www.huennebeck.com/fr 

Hünnebeck Italia S.p.A.
Via Isonzo, 9
22078 Turate (Como) 
+39 2 969731 
www.huennebeck.com/it 

Hünnebeck Netherlands 
Vlietskade 1019 
4241 WE Arkel, ZH 
+31 183 569 696 
www.huennebeck.com/nl

Hünnebeck Polska Sp. z o.o.
Łubna 55
05-532 Baniocha
+48 22 2312300 
www.huennebeck.com/pl

Hunnebeck România SRL
Strada Principala nr. 310
407145 Capusu Mare, jud.Cluj
+40 755 045568 
www.huennebeck.com/ro

Hünnebeck in the UK
Rush Lane, Dosthill
Tamworth, West Midlands, B77 1LT
+44 1827 289955 
www.huennebeck.com

Europe

Contact

All the trademarks named in this brochure are the property of Brand Industrial Services, Inc., known as 
BrandSafway, unless marked as third-party rights or identifiable as such in another way. Aluma Systems, 
Brand, Brand Access Solutions, Hünnebeck, Mastclimbers, and SGB are trademarks of BrandSafway.
Furthermore, all rights are reserved, particularly with regard to patent grant or utility model registration.  
The unauthorized use of these materials, of the trademarks contained therein and other intellectual property 
rights is expressly prohibited and represents an infringement of copyright, trademark rights and other 
industrial property rights. 

The illustrations in this brochure depict actual site conditions which may not always conform with applicable 
safety rules and regulations.

Contact for Hünnebeck 
products in North America 

Latin and South America 

Contact for Hünnebeck 
products in the Middle East, 

India and Asia 

Export

BrandSafway 
Global Corporate Headquarters
600 Galleria Parkway SE, Suite 1100
Atlanta, GA 30339, USA
+1 800 558-4772
www.brandsafway.com 

Hünnebeck Chile 
Volcán Lascar Poniente 792,  
Parque Industrial Lo Boza, Pudahuel
Santiago, 9030922
+56 2 2585 4450
www.huennebeck.com/es 

BrandSafway
Flat No. 107, H-Al Manama building,  
Industrial Area
Dubai Sharjah 37656
United Arab Emirates
+971 48132000
www.brandsafway.com

Rehhecke 80
40885 Ratingen
+49 157 80521302
www.brandsafwaydirect.com
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