
MANTO®

MANTO is a crane-set formwork system
(80 kN/m2) for large-area forming of walls.
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› Application & use
› Engineering-Services
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MANTO®

Technical data 

A very versatile and heavy-duty system that  
is equal to very tough challenges. 40 m2 can 
be moved in a single crane pick.

Product description Crane-set large area wall formwork
Panel widths 30 | 45 | 60 | 75 | 90 | 105 | 120 | 240 cm

Panel heights 120 | 270 | 330 cm

Multi-purpose panels 75 x 60 | 75 x 120 | 75 x 270 | 75 x 330 cm

Profile thickness 14 cm steel frame profile (closed)

Form lining Plywood (min. 280 g/m² coating) | ECOPLY full plastic composite sheet

Form lining thickness Plywood = 18 mm | ECOPLY full plastic composite sheet = 19 mm

Average weight 55 to 75 kg/m² (including connection parts)

Max. concrete pressure 80 kN/m² (line 6, some line 7)

Corrosion protection Fully galvanised steel frame and connection elements

Relevant standards Complies with DIN 18216 | EN 1993

Standard connection Aligning clamp (aligned and flush connection)

Special connection Adjustable aligning clamp | Corner clamp

Inner corners 35/35 cm (with 2.5° play for easing)

Hinged corners 60° to max. 175° angle

Outer corners Basic panel with outer corner clamps 

Shaft corner 300 mm with stripping clearance of up to 30 mm

Forming/stripping times t = 0.20 – 0.40 h/m2 *

Special features • �Large panels 240 | 360 | 480 x 270 cm
• �MANTO shaft corner for easier forming of shafts
• �High quality form lining on all panels
• �Extensive accessory parts program
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MANTO®

Work safely

› �High flexural strength due to 14 cm steel 
profile, concrete pressure 80 kN/m² (1)

› �Fully galvanised steel frame and  
connection elements 

14 cm
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MANTO®

Work productively

› ��Broad range of panel sizes up to a height of 3.30 m 

› �Two stacked large panels form one unit with an astonishing 26 m² 
surface area

› �Also suitable for forming of single-sided walls

› �All panels can be used horizontally and vertically and can be 
combined in any way

› �Strong connection thanks to aligning clamp: 40 m² can be moved 
in a single crane pick (1)

› ��Easy and quick forming and stripping of shafts due to the MANTO 
shaft corner (2)

› ��Multi-purpose panels for easy forming of columns

› ��MANTO shaft corner for a system-compatible shaft formwork

› �By using facade soldiers, the 16,73 m high walls of a terminal were 
shutterd in two pouring cycles instead of three (3)
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MANTO®

Application & use
On the following pages you will find excerpts from our user manuals.  
The complete instructions are available at www.huennebeck.com.

Recessed anchor points for optimal exposed  
concrete appearance

Permissible fresh concrete pressure for MANTO
Fulfils the evenness requirements line 7 of DIN 18202

Beispiel: MANTO G3 M aufgestockt
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Tie Rod

Hydrostatic 
(non-stacked panels) Full hydrostatic pressure

Full hydrostatic pressure 
3.30 m panels limited to 60.00

All

All

Constant 
(stacked panels)

Hydrostatic 
(non-stacked panels)

Constant 
(stacked panels)

Concrete 
pressure 
profile

Panel height 
[m]

Permissible fresh concrete pressure [kN/m2]

Maximum deflection according to 
DIN 18202 Table 3 and tie load capacity

Line
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MANTO®

Application & use

Operating the mechanism
The mechanism is operated from above and is always accessible, even in 
narrow shafts. Turning the adjustment screw using a MANTO Ratchet (36 
mm) causes the legs of the MANTO Shaft Corner to move diagonally, 
creating a stripping clearance of up to 30 mm.

Extending the formwork in height
If you join MANTO shaft corners in height, you must connect the mechanics 
of the corners. This way you can operate both MANTO shaft corners 
simultaneously from above with the MANTO Ratchet (36 mm).

Schachtschalung

Stellschraube
MANTO Ratsche 

Schenkel

Federstecker

Schenkel

Untere Konter-
mutter

Obere Konter-
mutter

2000 
– 

3000 Platform Beam 200 – 300 Telescopic
Main beam of a shaft platform. Used to support secondary beams of a 
timber platform made to suit the enclosed space. Includes gravity latches 
that automatically click into place during lifting operations. Beams for shaft 
platforms with trailing platform available.

Adjustment screw

Upper counter
nut

Lower counter
nut

Legs Legs

MANTO Ratchet
(code:408780)

Spring cotter pin

6

more safety
more productivity

mailto:Info_de%40huennebeck.com%0D?subject=


Ø DW20

N

930

A-Tie Cone M24/DW 15 
Steel cone for suspended scaffolds. The front connection is equipped with 
an M24 thread to accommodate the Fit Bolt M24x70 Z 8.8 (code:185635) 
and the rear side with a DW 15 thread for tie rods. The cone is reusable. 
Remove it from the concrete using an Allen key w.a.f. 24.

Text: PLATINUM platform system: fast, safe, simple. 
Only 3 platforms, ladder access, advanced guardrail, and much more.
The props are attached to the outside of the scaffolding; even with several 
scaffolding levels the walkways are clear.

MANTO®

Application & use
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PLATINUM 100 Bulkhead Clamp
The fastest way to produce a stopend formwork. The bulkhead clamp 
supports the formwork and simultaneously replaces the last formwork tie. 
Can also be used as tension-resistant dry tie.

PLATINUM 100 MANTO Extension Bar
One part that replaces six others. Can be mounted by just one person.

PLATINUM 100 Multi Bolt DW 15/29 and
PLATINUM 100 Multi Bolt DW 15/41
The PLATINUM 100 multi bolt is used to connect ribs for stopends and for 
length adjustments on site. It is used in conjunction with the MANTO 
Tension Nut.
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MANTO®

Application & use
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MANTO®

Engineering-Services

MANTO® integrates with 

 �PLATINUM platform  
system
 Aligning struts
 RONDA®

 Support frames

Application & use
 �Options from small to  
large panels
 �Single-sided wall  
applications
 �Column forms

Phase 3 
We plan and  
implement the  
realisation.

Phase 4
We assist with 
project finalisation.

We can design the most complex projects on your 
behalf quickly and thoroughly. Starting with the 
ground plan and facade dimensions, we produce the 
required structural drawings, determine the precise 
quantities of materials and supply all the required 
quantity lists.

We help in finding the right safety and access 
solution. Transparency, flexibility, cost-effectiveness 
and safety are a matter of course for us and an 
integral part of our corporate philosophy.

Whatever it takes! We assist you throughout complex 
construction projects including the engineering of 
one-off structures. Our mission at all times is to 
protect you from any unnecessary risks and help you 
arrive at the best-possible results in every respect.

Phase 1  
We analyse the  
situation.

Phase 2 
We develop the  
technical drawings 
and supply the 
required quantity list.

If you would like to find out 
more, take a look at our   
Video.

If you would like to find out 
more, take a look at our   
Video.
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More about BrandSafway

Unique combination  
of expertise & resources

› �best in class safety 
performance

› �specialty team of 
~40,000 People

› �~340 locations  
in 25 Countries

› �revenues of  
nearly ~$5b

› ��assets & equipment 
worth ~$4.2b

› �30,000+ customers … 
and growingWe are part of BrandSafway, a leading global provider of access,  

specialised services and forming & shoring solutions to the industrial, 
commercial and infrastructure end markets. With more than 340 branches 
all over the world, we provide support for ongoing maintenance as well 
as for refurbishment needs and new construction plans. 
As one strong team, we support our customers:
› �Brand Energy & Infrastructure Services is one of the world’s  

largest industrial services specialists;
› �Brand Access Solutions is the UK’s largest full-service  

provider of scaffolding and access systems;
› �Hünnebeck stands for safe and highly efficient formwork,  

scaffolding and safety technology.

Why BrandSafway?

https://brandsafway.com


All the trademarks named in this brochure are the property of Brand Industrial Services, Inc., known as BrandSafway, unless 
marked as third-party rights or identifiable as such in another way. Aluma Systems, Brand, Hünnebeck, Lyndon SGB, 
Mastclimbers, and SGB are trademarks of BrandSafway.
 
Furthermore, all rights are reserved, particularly with regard to patent grant or utility model registration. The unauthorized 
use of these materials, of the trademarks contained therein and other intellectual property rights is expressly prohibited 
and represents an infringement of copyright, trademark rights and other industrial property rights. The illustrations in this 
brochure depict actual site conditions which may not always conform with applicable safety rules and regulations.

Contact

Hünnebeck Austria GmbH
Royerstraße 2
2482 Münchendorf
+43 (0) 2259 93080
www.huennebeck.com/at

Hünnebeck v Česká republika
Karolinská 661/4 
186 00 Praha 8 
+420 737 715 140                                                                                                                                              
www.huennebeck.com/cz 

Hünnebeck Deutschland GmbH 
Rehhecke 80
40885 Ratingen
+49 2102 9371 
www.huennebeck.com/de

Hünnebeck France
Allée de Fétan 256 – 
BP 130 01601 Trévoux
+33 4740 89050 
www.huennebeck.com/fr

Hünnebeck Italia S.p.A.
Via Isonzo, 9
22078 Turate (Como) 
+39 2 969731 
www.huennebeck.com/it

Hünnebeck Netherlands
Vlietskade 1019
4241 WE Arkel, ZH
+31 (0) 183 569 696
www.huennebeck.com/nl

Hunnebeck Polska Sp. z o.o.
Łubna 55
05-532 Baniocha
+48 22 2312300 
www.huennebeck.com/pl

Hunnebeck România SRL
Șoseaua de Centură, Rudeni – Chitila, Rudeni 
077046 jud. Ilfov
+40 37 6206150 
www.huennebeck.com/ro

Hunnebeck in the UK
Rush Lane, Staffordshire, Tamworth 
Birmingham, B77 1LT
+44 1827 289955 
www.hunnebeck.com
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