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1	 General information

1.1 	 About these instructions
These original operating instructions describe how to safely operate the 
MANTO Transport Hook G2 (code:608380). 

1.2 	 Product features
The MANTO Transport Hook G2 is used to move vertically or horizontally aligned MANTO 
formwork elements by crane. 

The Safe Working Load (SWL) of the MANTO Transport Hook G2 is 1500 kg.

1.3 	 Intended use
The MANTO Transport Hook G2 is a lifting accessory. It is intended to be used only to 
erect and transport single or connected MANTO formwork elements by crane. Connected 
formwork elements have to be securely attached to one another as described in the 
MANTO user guide.

Only 1no. MANTO Transport Hook G2 is required to move single MANTO formwork 
elements. The Transport Hook has to be used in pairs when moving panel assemblies. The 
Transport Hooks have to be attached next to panel joint or next to a vertical or horizontal 
profile on the panel.

1.4 	 Other relevant documents
These operating instructions focus particularly on safe operation of the MANTO Transport 
Hook G2. Please also observe and comply with the information and instructions contained in 
the following documents: 

• The MANTO large-frame panel formwork user guide.
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Unless stated otherwise all dimensions are in mm.

1.5 	 Overview

2

3

1

4

5

1	 Suspension link for transporting by crane
2	 Lock to secure the Transport Hook to the edge profile of the formwork element
3	 Housing
4	 Operating lever (marked red)
5	 Nameplate
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2	 Safety notes

1.	 The contractor must assign only persons properly trained and familiar with the required 
tasks as described in the risk assessment and the operating instructions to use the lifting 
accessories. The operating instructions must be readily available at all times!

2.	 Do not stand or walk under suspended loads! 

3.	 Do not endanger persons within the swivel range of the crane!

4.	 Wear appropriate personal protective equipment! Protective gloves that comply 
with EN 388, minimum performance level 1. Safety footwear S3 that complies with 
EN ISO 20345 (EN 345) and an industrial helmet that complies with EN 397.

5.	 Do not subject the Transport Hook to weight that exceeds the SWL of 1500 kg!

6.	 Attach the Transport Hook only to formwork elements that are in serviceable condition! 

7.	 Attach formwork elements to the hoisting equipment such that they are symmetrical to 
their centre of gravity!

8.	 Do not hoist formwork elements with loose items on them.

9.	 Do not use the Transport Hook to move bundles of panels!  
When moving stacked MANTO G3 and G3 M elements, always use the MANTO G3 Lifting 
Pin (code:608295). Use the MANTO Loading Adapter (code:461033) to move stacks of 
MANTO G1 and G2 elements. Comply with the respective operating instructions.

10.	 Refer to the user guide for the MANTO formwork system for information on assembly 
and transport of the formwork elements!

11.	 Before transporting stacked formwork elements, check all connectors and connections 
between the elements! Verify that the number of connectors is correct!

12.	 When standing up the formwork, secure the formwork elements to prevent uncontrolled 
motion!

13.	 The points at which the Transport Hooks are attached to the formwork elements have to 
be free of dirt and concrete and be undamaged!

14.	 Lift, transport and set down loads in a manner that prevents them from unintentionally 
tipping over, falling apart or slipping!

15.	 Do not move loads when the wind speed is greater than 15 m/s or 54 km/h (Bft 7)! The 
load must be able to be transported safely!

16.	 Lift, transport and set down loads such that the Transport Hook is not damaged.
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17.	 Do not attach the crane hook directly to the suspension link on the Transport Hook! Use 
only suitable slings, e.g. a two-strand chain sling attached to the integrated suspension 
link on the Transport Hook to hoist it!

18.	 The sling hook must move freely in the Transport Hook suspension link!

19.	 The angle of the slings on the crane hook may not exceed 60°. Do not knot steel wires 
and steel chains. Untangle twisted chains before attaching them!

20.	Visually inspect the Transport Hooks before each use and during operation, checking for 
faults such as deformation, cracks, breaks, incomplete labelling, etc. 

21.	 Store the Transport Hooks such that they are protected from weather conditions and 
aggressive substances.

22.	The contractor is responsible for having repairs to Transport Hooks performed only by 
the manufacturer. Use only original spare parts!

23.	The contractor must ensure that, before operation begins, the Transport Hook has been 
inspected by a qualified person and that determined to be safe!

24.	The contractor is responsible for having the Transport Hook inspected by a qualified 
person at least once a year! Check the inspection date before each use!

25.	When damage or other extraordinary circumstances that could affect the SWL have 
occurred, the contractor is responsible for having the Transport Hook inspected by a 
qualified person!
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2.1 	 Conventions in this user guide

2.1.1	 Warnings and notes

DANGER Danger!
Danger indicates a hazardous situation that, if not avoided, will 
cause death or serious injury.

WARNING Warning!
WARNING indicates a hazardous situation which, if not avoided, 
could result in death or serious injury.

CAUTION Caution!
Caution indicates a hazardous situation that, if not avoided, can 
cause minor or moderate injury.

NOTE Note!
Note indicates a hazard that can cause property damage.

This note indicates that an additional inspection is required.

This note shares practical experience with the user, e.g. how to 
perform a task more easily or quickly.

This note indicates particularly important information, e.g. that a 
requirement has to be fulfilled.

This symbol indicates that additional information from other 
documents is required. These documents could be user guides 
or operating instructions for other products.

2.1.2	 Instructions
In this document instructions are always identified with the word Step, e.g.

Step 1	 Insert the locking bolt into the hole from the outside.

Step 2	 Secure the pin with the spring cotter pin.
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3	 Before use
Perform a functional check before every use. Also check the nameplate and inspection tag. 

3.1 	 Functional check
Before every use of the Transport Hook, check the following:

• The operating lever moves easily and opens the lock.

• The Transport Hook hooks easily into the edge profile of the formwork element, without 
exerting force.

• The Transport Hook locks easily onto the edge profile of the formwork element. 

If for whatever reason one or more of these operations cannot be performed as described 
here, the Transport Hook must be inspected and repaired by the manufacturer or an author-
ised agent.

3.2 	 Checking nameplate and inspection tag
Before every use of the Transport Hook, check that the nameplate and the inspection tag 
are in place and legible. If the nameplate or inspection tag is missing or illegible, the Trans-
port Hook may not be used. 

The Transport Hook may be operated only if it has been inspected within the last year.

Nameplate missing or illegible!
The Transport Hook may not be used if the nameplate is miss-
ing or illegible. The manufacturer or an authorised agent must 
then inspect the equipment and issue a new nameplate.

Inspection tag missing!
The Transport Hook may not be used if the inspection tag is 
missing or illegible. The manufacturer or a qualified person 
must then inspect the equipment and issue a new tag. This 
applies only to Hünnebeck rental equipment pursuant to test 
certification as specified by DGUV (German statutory accident 
insurance regulations) 100-500*.
The German ordinance on industrial safety and health (Betr-
SichV) applies to the use of equipment that is not rented.

Comply with prescribed area of application!
*Inspection tag as specified by DGUV applies!
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Transport Hook mounting positions 

Unless stated otherwise all dimensions are in mm.

4	 Transport Hook mounting positions 
The MANTO Transport Hook G2 can be attached to vertically and horizontally aligned 
MANTO panels of any generation. The Transport Hook can also be attached to MANTO 
Inner Corners. When transporting panel assemblies, the Transport Hook has to be attached 
next to a panel joint or next to a vertical or horizontal profile. The following sections show 
the positions in which the Transport Hook can be attached. 

In most cases 2no. Transport Hooks are needed. The only time that only 1no. Transport 
Hook is needed is when single panels or Inner Corners are moved. 

We recommend always using 2no. Transport Hooks to move 
MANTO Giant Panels.

4.1 	 On vertical MANTO G3 and G3 M formwork elements

Single MANTO G3 Panel
Transport Hook in centre of panel

Panel assembly made of MANTO G3 Panels 
Transport Hooks next to vertical profiles

max. 
60°
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Panel assembly made of 3no. MANTO G3 Panels
Transport Hooks next to panel joint

max. 
60°

max. 
60°

Single MANTO G3 M Giant Panel
Transport Hooks next to Centre Post

max. 
60°

Single MANTO G3 Giant Panel
Transport Hooks next to 

vertical profiles
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4.2 	 On vertical MANTO G2 formwork elements

Single MANTO G2 Panel
Transport Hook in centre of panel

max. 
60°

Panel assembly made of 
3no. MANTO G2 Panels

Transport Hooks next to panel joint

4.3 	 On horizontal MANTO formwork elements

MANTO panel assembly
Transport Hooks next to ribs

max. 
60°

Single MANTO Panel
Transport Hooks next to ribs

max. 
60°
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max. 
60°

Single MANTO G3 Giant Panel
Transport Hooks next to ribs

4.4 	 On MANTO Inner Corners

Single MANTO G3 Inner Corner
Transport Hook in centre of frame

Single MANTO G2 Inner Corner
Transport Hook along side of edge profile

NOTE Risk of damage to components!
The MANTO Transport Hook G2 may be attached to the side of 
the edge profile only when transporting inner corners, not when 
transporting panel assemblies.
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5	 Attaching Transport Hook to formwork elements

Step 1	 Unlock the Transport Hook. Do this by pulling the operating lever (red) on the 
Transport Hook all the way up.

Step 2	 Place the jaw of the Transport Hook over the edge profile on the formwork 
element. Comply with the permitted mounting positions (rRefer to section 4 on 
page 10).
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Step 3	 Press the Transport Hook all the way onto the edge profile and then push down 
the operating lever.

MANTO panels have edge profiles with and without a leverage 
edge. Section 5.1 on page 16 and section 5.2 on page 
16 show how to properly close the device.

Y (1:1)

Edge profile without 
leverage edge

Y (1:1)

Edge profile with 
leverage edge

Always follow the instructions in the user guide for the 
MANTO large-frame panel formwork.
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5.1 	 Attaching to MANTO panel without leverage edge

Check that the operating lever is pressed all the way down 
and locked into place. Only the handle tube should be visible, 
not the red sides of the lever.

Red 
mark

Handle

5.2 	 Attaching to MANTO panel with leverage edge

Check that the operating lever is pressed all the way down 
and locked into place. The red sides and the handle tube on 
the lever may not be visible from the side.

Red 
mark

Handle 
tube

When the Transport Hook is attached to MANTO panels with 
a leverage edge, the operating lever can be pressed farther 
down, until it locks into place. This is why the handle tube is 
not visible from the side when the device is locked into place.

NOTE Note!
If the operating lever is not locked into place properly on an 
edge profile with leverage edge, the MANTO panel can be 
damaged when it is lifted.
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6	 Attaching Transport Hook to crane

WARNING Risk of serious injury from falling formwork elements!
Always use suitable lifting gear, e.g. a two-strand chain sling, to 
connect the crane hook to the Transport Hook.

Step 1	 Use suitable slings to attach the Transport Hook to the crane hook. Do not 
exceed the maximum angle of the slings on the crane hook (60°)!

WARNING Risk of falling from height when working with upright MANTO 
elements!
When operating the MANTO Transport Hook G2, it is essential 
to ensure safe access or to use personal fall protection.

7	 Removing Transport Hook from formwork
Proceed as follows to remove the Transport Hook from the formwork.

Step 1	 Unlock the Transport Hook as described on page 14.

Step 2	 Remove the Transport Hook from the formwork.

8	 Technical data

Length: 208 mm
Width: 135 mm
Height: 258 mm
Weight: 10.60 kg
SWL:
Temperature range: 

1500 kg
-20 - +80 °C
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9	 Inspection instructions

9.1 	 Area of application
The German ordinance on industrial safety and health (BetrSichV),§ 3 sec. 3 and § 10, applies 
to the type, scope and intervals of mandatory inspections as well as to the requirements 
pertaining to the persons tasked with performing the inspections.

The test certificate items stated here serve as a guideline for inspecting equipment before it 
is used for the first time and for regular inspection of the MANTO Transport Hook G2.

9.2 	 Purpose
Inspecting the Transport Hook is intended to ensure operating and functional safety of the 
equipment. The inspections and tests are performed to systematically detect and remedy 
faults relevant to safety. 

Inspections should be performed at regular intervals, occurring at least once a year. If the 
operating conditions require otherwise, inspections can be performed more frequently. This 
applies e.g. when the equipment is used very frequently, when there is excessive wear or 
under special operating conditions such as in a corrosive environment. 

9.3 	 Responsibility
The user is responsible for scheduling regular safety inspections of the Transport Hook. 
Safety inspections of this equipment should be performed only by qualified persons 
(qualified person as specified by DGUV (German statutory accident insurance regulations) 
regulation 54, § 23).

9.4 	 Checking with the Hook Template
The test bar on the Hook Template (code:548700) has two different sides:

“Good” side

Painted blue
“Bad” side

Painted red

leverage edge
test bar

base

For Hook templates without a lever edge, the test bar must be 
replaced with item code:548711/06. MANTO transport hooks 
(code:446710) can still be tested.
The MANTO hook template can be screwed to a load-bearing 
substructure through 4 holes (Ø9 mm) in the base.
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Always test the MANTO Transport Hook G2 on both sides of the 
Test Template.

Step 1	 Open the operating lever and place the Transport Hook on the “good” side of 
the Hook Template. Then close the lever. 

On the “good” side, the test is passed if the handle tube is no 
longer visible from the side when the operating lever is closed.

Step 2	 Open the lever and place the Transport Hook on the “bad” side of the Hook 
Template; do not slide it over while still attached to the Hook Template. Then 
close the lever. 

The Transport Hook passes the test if the operating lever can-
not be closed properly on the “bad” side.
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9.5 	 Check dimensions

Nameplate 
(Refer to section 3.2 
on page 8) 

Lock with inspection tag
(Refer to section 3.2 on 
page 8)

Operating lever

Lifting eye

Connecting link

Suspension link

Screw connection

Data bag containing 
operating instructions

Spring pin

a = 75

b = 18

+3.6
-3.6

+1.5
-1.5
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10	 Test certificate for MANTO Transport Hook G2

Part code: 608380

Serial number:    

Year of manufacture:    

Functional check pursuant to section 3.1 passed

Weld seams visible, no external cracks or damage detectable

No deflection/warping or cracking of housing, operating lever, 
suspension link, connecting link, lifting eye and lock

Operating lever is red; paint red if necessary (RAL 3020)

All screw connections and spring pin in place and checked for 
tightness

No pollution or corrosion damage that could affect functioning or 
safety

Passed test on Hook Template (code:548700) as specified in refer 
to section 9.4 on page 18

Nameplate in place and legible

Regular testing documented by inspection tag with month/year

Data bag containing operating instructions

Clear opening of suspension link (dimension a) 75 ± 3.6 mm:

Diameter of suspension link with a small radius Ø18 ± 1.5 mm

Repairs may be made only by the manufacturer, and only original spare parts may be used!

The German trade association dictates only visual inspection.

Date 							       Inspector



Test certificate for MANTO Transport Hook G2

Manufacturer
Hünnebeck GmbH
Rehhecke 80 
D-40885 Ratingen
+49 2102 937-1
info_de@huennebeck.com
www.huennebeck.com

hereby declares that the following product based on its method of construction and its design intro-
duced by HÜNNEBECK fully complies with the relevant regulations of this directive, as well as the 
standards and technical specifications listed hereafter. Any modifications introduced to the product 
without our explicit approval shall make this declaration null and void.

Product name
MANTO Transport Hook G2

Product code
608380

Function
Lifting accessory for crane transport of MANTO formwork elements.

Guidelines
 - 2006/42/EC

Harmonized standards
 - DIN EN 1677-1:2009-03 and 1677-4:2009-03
 - DIN EN ISO 12100:2011
 - DIN EN 13155:2022
 - DIN EN ISO 13857:2020

Ratingen, 05.09.2022
Hünnebeck GmbH

Signed by:  

Person in charge for documentation as defined by attachment II No.1. A. No.2, 2006/42/EC
Name: Jörg Gaudian - QA-Manager, International Supply Chain

EU Declaration of conformity

ppa. Mario Ariyoshi
Technical Director

i. A. Mike Mandolla
Design Engineer
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Hünnebeck 
Deutschland GmbH
Rehhecke 80  
D-40885 Ratingen
+49 2102 9371 
info_de@huennebeck.com  
www.huennebeck.de

The contents of this document, including without limitation, the products, de-
sign, images, text, trademarks, service marks and logos contained herein, are 
protected by copyright and other intellectual property rights. No rights or li-
cences are granted.

The contents of this document are not to be reproduced mechanically, elec-
tronically or otherwise, including for distribution, sale or display without our 
written permission.

The illustrations, processes, materials and/or information in this document are 
for general information only on the basis that conditions and procedures may 
differ. No representation, warranty or guarantee is made or implied , includ-
ing in relation to the fitness or suitability Overviews and diagrams are for illus-
trative purposes only.

Specifications may vary and BrandSafway reserves it rights to vary specifica-
tions, procedures, and materials due to continuous development, or when re-
quired to comply with new regulations, other safety guidance’s or industry 
advancements. The processes set out in the documents should only be un-
dertaken by qualified authorised personnel. The information contained in this 
document is for use for the applicable product, obtained directly from us.

We may also issue safety notes on products or packaging where required. 
These notices may affect the manner in which products are used and should 
therefore be adhered to. The most recent publication is applicable.

Performance, procedures and results may differ based on actual site condi-
tions.

The aforementioned statements do not seek to limit our liability for fraud, or 
for personal injury or death caused by our negligence. However, we will not 
be liable for any damage to property, personal injury or any losses caused by 
failure to follow the instructions contained in our material. It remains the re-
sponsibility of the user to comply with the applicable regulations.

Supply of this product is subject to our terms and conditions. For more infor-
mation, including on the specification, our terms and conditions/terms of 
business and for installation and dismantling procedures, please contact us.

 
© 2022 Hünnebeck GmbH. All rights reserved.

Last modified: January 2023
Keep for later use!
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